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Published by Spedo UK Limited 
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Spedo UK Limited 2007 

� ��� �� � � � � � � � � ! � � "�
No part of this publication may be reproduced, stored in a retrieval system, or 
transmitted, in any form or by any means, electronic, mechanical, photocopying, 
recording, or otherwise, without the prior written permission of Spedo UK Limited. 

# � � � � $�
Unpack the equipment and examine it thoroughly to ascertain whether any damage 
has occurred in transit. Report immediately any such damage to the agent or 
manufacturer.  Retain the packing should further transportation be necessary. 

� ���%� � � � �
All goods manufactured by the Company are guaranteed to the extent hereafter 
mentioned against defects arising from faulty material or workmanship subject to 
the goods not having suffered maltreatment or interference. The Company's liability 
under this guarantee is limited to replacing any part or parts found defective within 
a period as laid down in Company instructions after the date of delivery or 
installation. 

&�� � � �%� � � � �
If goods not of the Company's manufacture are ordered, the guarantee of that 
company is to be accepted. 

� � � � � �� � �! � �� � � � � � �
Descriptive matter, illustrations, dimensions and weights issued by the Company are 
typical and shall not be held as binding. 

' � � � � � � � �� � � �� � � �� � � �
The Company reserves the right to alter patterns and designs without notice. 

( �� � � �' 
 � ��� � � � ��
� 
 � 
 � � �) * * � �

We have taken every care in the preparation of this manual. If there are any 
inaccuracies, ambiguities or omissions, Spedo UK Limited and its consultants and 
distributors cannot accept responsibility for any loss or damage these errors may 
cause. 
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This instruction manual contains certain WARNING and CAUTION notices which must be 
followed by the user to ensure safe operation and to retain the equipment in a SAFE condition. 

All users of the equipment described in this manual MUST have received adequate training in its 
use and application in order to ensure SAFE AND PROPER USE. 

Any adjustment, maintenance or repair of the opened apparatus under voltage shall be carried out 
only by a skilled person who is AWARE OF THE HAZARD INVOLVED. 
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�  The installation procedures given in this section should only be carried out by a 

competent trained service technician.  

�  Once the Web Buffer has been declared ready to operate, the operating personnel 
should be made familiar with its safe operation. 

# - ' � � 1 �
�  Unpack the equipment and examine it thoroughly to ascertain whether any damage has 

occurred in transit. Report immediately any such damage to the agent or manufacturer. 
Retain the packing should further transportation be necessary. 

� � � +� � & �+� �
�  The following items are supplied as standard: 

�  Mains Cable, 973-to-forms cutter. 

�  Loop Control Cable, 973-to-forms cutter. 

�  Interface Cable, 973-to-printer  

�  Fixing screws, 973-to-forms cutter. 

�  3-bar Infeed Guide. 

�  Instruction Manual CD. 

� �, �- %�� &- � �� + � , �&- � �
�  The distance from the web Buffer to the printer can be up to 2 metres maximum.  

�  Consideration must also be given to the layout and positioning of work tables and 
cupboards surrounding working area, at the same time leaving enough space around the 
system for the operator to have access to all operational requirements. 

�  All units in the system should be set square in relation to each other. 

�  Refer to the relevant instruction manual of any other unit in the system, before making 
up the combined system. 

�- � , � . . � , �&- �

� � �� � �2' � 3 � �4�� � � �� �

�  Insert the mains (power) plug into the mains input socket and then the other end into 
the forms cutter power output socket. 

�  If an alternative plug is required for the forms cutter, remove the plug from the cable 
and re-connect it to a suitable plug. The colour codes are as follows: 

�  L (live) = BROWN wire 
N (neutral) = BLUE wire 
E (earth / ground) = GREEN/YELLOW wire. 
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Fig 1.1 Web Buffer  973 

�� � � � ��� � �� � �� � � � $�

�  WARNING: Never operate the unit when wearing items of loose clothing or loose 
decorative jewellery, as they could become entrapped in the machinery and cause 
injury 

�  Press the START button once. The STOP button will be extinguished and the fan will 
start up (if in web buffer mode). 

�  Press and hold the START button to jog. Check that the tractors feed forwards. Release 
the START button and check that the tractors stop. 

�  Repeat the step above several times, checking that the tractors run each time. 

�  Press AUTO once. Check that the AUTO button and the STOP button illuminate and 
the fan stops running. 

�  Press the START button once. Check that the STOP button extinguishes and the 
tractors run continuously. Check that the fan is running (if in web buffer mode). 
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�  Check (manually) by covering each loop sensor with paper that the tractors stop 
running. This denotes that the sensors are detecting the presence of the loop. 

�  Open the safety cover and check that both the tractors and the fan stop running and that 
the STOP and START buttons are flashing simultaneously. 

�  Connect the printer interface cable from the 973 to the printer. Connect the loop control 
cable to the forms cutter. Manually check that the lower infeed sensor controls the 
printer. 

�  Operate the complete system and check that it functions satisfactorily. Before handing 
over, ensure that the operating personnel; are familiar with all the operating procedures 
and are aware of any safety hazards involved. 

&' + � , �- %�'  &� +� #  +� �

� 
 5 5 � � � �� � �� � � � � � �� �

�  Fig 1.2 describes the functions of the operating controls. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Fig 1.2 Summary of Controls 

� 3 �� � � �& � �

�  Depress the MAINS ON:OFF switch and check that it illuminates.  

. � � � �' � � � � �

�  Load the paper web through the complete system, ensuring the paper is looped and 
held under tension on the 973 where necessary. 

�  The route the paper takes through the 973 is shown on Fig 1.3. 

 
 
 
 

 
 

Mains ON : OFF Button 
Press this button to switch ON the 

machine. (button illuminates) 
 

Press again to switch OFF the   
machine (button extinguishes) 

AUTO Button 
Press to activate automatic 

mode. 
Button illuminates when 

function is active 

STOP Button 
Press to stop machine. Button 
is illuminated when function 

is active. 

START Button 
Press button once to enter set-up mode. 

(When AUTO button extinguished). 
Press and hold to JOG. (when in set-up 

mode) 
Press to enter AUTO mode (when AUTO 

button is illuminated.) 
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Fig 1.3 Slit &  Merge Mode – Showing Paper  Routing 

�  Fit the 3-bar infeed guide to the forms cutter. Lift and lower the 973 outfeed plate. 

�  Plug in the loop control and power cables between the 973 and the forms cutter. 

�  Extend the guide arms and adjust the paper guides for the required merge configuration 
(Fig 1.4). Lower the centre cutter. 

�  Set the cutter and web buffer sensors so that they do not reflect on the outfeed plate. To 
achieve this, it is necessary to remove the rear door. 

�  NOTE: The fan should NOT run in the slit and merge mode. 

 

 

 

 

 

 

 

 

 

 

 

 

 

Fig 1.4 Extending the Guide Arms 
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Fig 1.5 Fit the 973 to the Forms Cutter  

�  Fit the 973 to the forms cutter (Fig 1.5), using the fixing screws supplied. 

�  Plug in the loop control and power cables between the 973 and the forms cutter. 

�  Ensure the paper guides and the centre cutter are both set in the UP position (Fig 1.6). 

�  Set the cutter and web buffer sensors so that they do not reflect on the outfeed plate. To 
achieve this, it is necessary to remove the rear door. 

�  NOTE: The fan should be running in the web buffer mode. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Fig 1.6 Location of Guides, Centre Cutter  and Sensors 

 

 

Paper Guides in up 
position. 

Centre cutter in up position. 

Cutter and Buffer sensors in 973 bucket. 

 


